
LUMATEK ZEUS 1000W PRO EVO 3.1 LED producing 
a PPF of 3125 µmol/s achieving a VERY HIGH 
EFFICACY of 3.1 µmol/J.
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PRODUCT SPECIFICATIONS

INPUT POWER [W] AND CURRENT [A] PER DIMMING RANGE

@ 230 V

ITEMS INCLUDED IN THE BOX

SPECTRA

AVAILABLE PARTS

ZEUS 1000W PRO
EVO 3.1 LED

1200 mm

17
00

 m
m

84 mmPRODUCT CODE   LUMLED027
LIGHT DISTRIBUTION   120°
LIGHT SOURCE   SAMSUNG LM301H EVO | OSRAM 4.24
INPUT VOLTAGE   220-240 V AC, 50/60 Hz
INPUT POWER   1025W (± 5%) @ 230 V AC
EFFICACY   3.1 µmol/J @230 V AC
PPF   3125 µmol/s
FOOTPRINT   2 x 1.5 m
POWER FACTOR   0.95
DIMMING DIMMER (INCL.) OFF-25-50-75-100%
EXTERNAL CONTROL   CONTROL PANEL 2.0 
OR UNIV. CONTROL 0-10 V
NET WEIGHT   18 Kg
DIMENSIONS   1700 x 1200 x 84 mm
SPECTRUM   FULL SPECTRUM
THERMAL MANAGEMENT   PASSIVE
LIFETIME L90 > 60000 hrs
CCT   3600 K
QUANTITY OF LED BARS   10
QUANTITY OF DIODES   4800 WHITE | 120 RED
IP RATING   IP65
BTU   3497 BTUS/h
BTU (DRIVER REMOTE)   3392 BTUS/h
WARRANTY   5 YEARS
CERTIFICATIONS   CE, EMC, LVD

10 x LUMATEK 100 W PRO 3.1 FULL SPECTRUM BARS
1 x LUMATEK 1000 W PRO 3.1 FRAME
1 x LUMATEK 1000 W PRO DRIVER
1 x LIGHT DIMMER (OFF-25-50-75-100%)
2 x METAL CABLE HANGERS
1 x MANUAL   

LUMM0034   
LUMM0015 
LUMM0031 

EU LED POWER PLUG CABLE
DAISY-CHAIN 5 M CONTROL CABLE
LED 5 M EXTENSION CABLES 3x 

DIMMING
100%
75%
50%
25%

INPUT POWER [W]
1075
800
538
269

INPUT CURRENT [A]
4.73
3.57
2.42
1.30



Walls reflection level: High
Distance between fixture and canopy: 70 cm 
Canopy PPFD average: 745 μmol/m2/s
Dimming (Power Consumption): 100% (1025 W)

FLOWERING STAGE

Walls reflection level: High
Distance between fixture and canopy: 70 cm 
Canopy PPFD average: 375 μmol/m2/s
Dimming (Power Consumption): 50% (513 W)

MOTHERS STAGE
Walls reflection level: High
Distance between fixture and canopy: 150 cm 
Canopy PPFD average: 115 μmol/m2/s
Dimming (Power Consumption): 25% (256 W)

CLONES STAGE

Walls reflection level: High
Distance between fixture and canopy: 70 cm 
Canopy PPFD average: 560 μmol/m2/s
Dimming (Power Consumption): 75% (769 W)

VEGETATIVE STAGE

473

507

546

568

618

632

626

658

544

484

542

589

678

738

767

770

740

681

593

556

580

673

776

846

880

879

848

780

677

593

585

738

853

930

971

966

932

856

742

601

548

774

896

977

1015

1005

979

899

778

563

630

778

900

981

1019

1020

984

904

782

644

648

749

866

943

980

979

945

869

754

662

594

691

796

867

900

901

869

799

695

607

510

611

703

765

794

795

767

706

615

522

466

608

664

719

760

729

722

695

609

476

2 m

0.2 m

0.15 m

1.5 m

237

253

273

284

309

315

313

329

272

242

271

294

339

369

383

383

370

340

296

277

290

336

388

423

439

439

424

390

338

296

293

369

426

465

483

483

466

428

371

300

274

387

448

407

507

507

489

450

389

281

315

389

450

491

509

510

492

452

391

322

324

374

433

471

490

490

472

434

377

331

297

345

398

433

450

451

434

399

347

304

255

306

351

382

397

397

383

353

307

261

233

304

331

359

380

365

361

347

305

238

2 m

0.2 m

0.15 m

1.5 m

355

380

410

426

464

473

469

493

407

362

407

442

509

554

575

572

555

511

445

416

435

505

582

634

659

650

636

585

508

445

439

553

640

697

724

725

699

642

557

450

411

580

672

733

761

761

734

675

584

423

472

583

675

736

765

765

738

678

587

484

486

562

649

707

735

735

709

652

565

497

446

518

597

650

676

670

652

599

521

456

382

459

527

574

590

596

575

530

461

392

350

457

498

539

571

547

542

522

457

357

2 m

0.2 m

0.15 m

1.5 m

95

93

94

95

102

104

104

113

100

97

102

102

110

115

118

118

115

110

102

104

102

109

117

123

126

126

123

117

109

104

98

113

122

128

131

131

128

122

113

100

89

115

124

130

133

133

130

124

116

92

103

115

124

130

134

134

131

125

116

104

107

114

122

128

132

132

129

123

114

109

103

110

118

124

127

127

124

118

110

105

94

104

111

117

120

120

117

112

104

95

90

109

112

117

121

116

117

117

109

91

2 m

0.2 m

0.15 m

1.5 m



For sales support:
orders@lumatek-lighting.com

For technical support:
techsupport@lumatek-lighting.com

General contact:
info@lumatek-lighting.com

FOR MORE INFORMATION ON LUMATEK PRODUCTS 
VISIT WWW.LUMATEK-LIGHTING.COM

Walls reflection level: High
Distance between fixture and canopy: 70 cm 
Canopy PPFD average: 190 μmol/m2/s
Dimming (Power Consumption): 25% (256 W)

SEEDLING STAGE
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